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FIXED LENGTHS OR NOT? 

SPECIALIST GIVES TIPS FOR CHOOSING THE IDEAL 
PACKING MACHINE IN THE PRODUCTION HALL

We rarely think about it, but the packaging of a product is 
often one of the reasons why potential buyers either choose 
or reject it. Obviously, that applies to parquet as well. In this 
article we consider how a packing line is put together with 
a production line which operates solely in fixed lengths and 
another production line where the production varies between 
fixed and variable lengths.
  
To obtain more information, we consulted CSP Engineering from Dessel 
(B), a specialist in this fi eld. They introduced us to various systems, 
including in this case their PAR-Pack for parquet with fi xed lengths and 
their PAR-Scan for parquet with fi xed and/or variable lengths. To give 
customers an idea of the options and sizes of an established packing 
line, we refer to a confi guration tool on the CSP Engineering web site. 
There visitors can make a choice from systems for measuring, register-
ing, and labelling fl oorboards of equal and/or variable lengths per pack, 
a choice of possible packing methods, and they can choose from the 
solutions for logistical handling of the packs. 

Fixed length production 
If you produce with fi xed lengths, it is advisable to opt for the PAR-Pack 
as the fi rst module of the packing line. PAR-Pack controls the packing 

machines in the line. The automatic packing then proceeds in various 
steps. What happens is that the fl oorboards on the PAR-Pack supply 
lane are lined up neatly in each pack, and after that they are packed pro-
fessionally by at least one packing machine with no manual intervention.  

This company develops technology and builds machines for the produc-
tion of wooden fl oors. A spokesperson comments: ‘The PAR-Pack lays 
the foundation for the fully automatic packing of parquet and achieves 
a high production capacity. We should refer to other machines here 
because the PAR-Pack connects easily to the products PAR-Strap, PAR-
Cardboard, and PAR-Film, where the names clearly indicate the function. 
Moreover, the machine can also be connected to many other packing 
machines.’ 

We also hear that the combination PAR-Pack and PAR-Label takes care 
of packing and labelling automatically. A label is printed for each pack 
and stuck automatically onto the pack, and after that the products are 
packed. The labels can be amended per language, unit, with or without 
logo, and with or without bar code. You can change from one product to 
another with just a few mouse clicks. A pallet list is drawn up for each 
pallet so that the product data is immediately available for the custom-
er’s administration. 
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We also learnt how this system is linked to what is called PAR-info. This 
module automatically attaches an information sheet (flyer) to each 
package. The manufacturer can print all sorts of useful information on 
the information sheet, such as, for instance, storage and maintenance 
regulations, fitting instructions, guarantee conditions, CE symbols and 
specifications, a logo, and a brand name. 

Production with fixed and/or variable lengths 
How do you approach packing where the machine has to cope with 
floorboards of both fixed and variable lengths? In this case you need 
a modified control system, with this producer that is the PAR-Scan. 
The machine automatically measures, registers, labels, and packs the 
parquet of fixed and/or variable length. ‘PAR-Scan gives you much 
more than an ordinary parquet packing machine. In this case PAR-
Scan measures the length of each floorboard in a pack, the number 
of square metres, and the number of parts in the pack, and all this 
pack after pack. The measurement details, supplemented by the width, 
thickness, wood sort, quality, surface, and such like, are printed onto 
a label and applied automatically to the pack. That label is available 
in different languages, with English units also being a possibility. 
Moreover, it is also possible to add a logo or bar code. The information 
from each packet is saved, a pallet list with details is printed, and all 
the details are made available digitally for the customer’s administra-
tive software.’ 

What’s nice is that measuring, registering, labelling, and packing 
involve no human Intervention. This eliminates expensive measure-
ment, written, and calculation errors and the packing proceeds with 
super efficiency. In particular, we see how the parquet with fixed or 

variable lengths in one package consists of a maximum of ten layers 
per pack and up to three floorboards in one layer. Each square metre 
produced is measured and charged correctly.  

Here, too, the PAR-Scan can be supplemented by the PAR-Stock for 
stock management and order picking. Moreover, here, too, the afore-
mentioned PAR-info can also be added for the automatic application of 
a folder for each pack.  

A specialist

 CSP Engineering 
Our packaging machines are specifically aimed at the parquet industry. 
CSP Engineering supplies packaging machines that have been specially 
developed for packaging wooden floor parts.
CSP packaging machines are modular building blocks that are com-
pactly integrated into today's packaging line. In addition, our machines 
are configured to be easily and quickly converted for other dimensions.
In addition to the packaging machines themselves, a contemporary 
industrial packaging line has a controller that controls the packaging 
line. Depending on your needs, you can choose for the controller to also 
measure, register and label the floor parts.
The correct configuration of your packaging line is also determined by 
the intended capacity, the number of packs of floor parts to be packed 
per day.
On our website you can go through the indicated steps to see which 
setup is most suitable for your organization. 
 
https://www.csp-engineering.com/en/packing-solutions/ 
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   “Every product you need 
        for a perfect �loor.”


